§109.575

(B) If a certified marine chemist is
not available, a person designated by
the Officer in Charge, Marine Inspec-
tion; or

(C) If the persons required in para-
graphs (b)(1)(ii) (A) and (B) of this sec-
tion are not available, the master or
person in charge; or a welding super-
visor designated, in writing, by the
master or person in charge; and

(2) A certificate is issued by the per-
son conducting the inspection stating—

(i) That he conducted the inspection
in accordance with the standard in
paragraph (b)(1) of this section;

(ii) The operations that may be con-
ducted; and

(iii) A list of precautions to be fol-
lowed during the operations;

(c) The master or person in charge
shall ensure that the precautions in
paragraph (b)(2)(iii) of this section are
followed.

§109.575 Accumulation of liquids on
helicopter decks.

The master or person in charge shall
ensure that no liquids are allowed to
accumulate on the helicopter decks.

§109.577 Helicopter fueling.

(a) The master or person in charge
shall designate persons to conduct heli-
copter fueling operations.

(b) Portable tanks are handled and
stowed in accordance with subparts
98.30 and 98.33 of this chapter and the
provisions of 49 CFR parts 171 through
179 that apply to portable tanks; and

[CGD 73-251, 43 FR 56828, Dec. 4, 1978, as
amended by CGD 84-043, 55 FR 37413, Sept. 11,
1990]

§109.585 Use of auto pilot.

Except as provided in 33 CFR 164.15,
when the automatic pilot is used in
areas of high traffic density, conditions
of restricted visibility, and all other
hazardous navigational situations, the
master or person in charge shall ensure
that—

(a) It is possible to immediately es-
tablish manual control of the unit’s
steering;

(b) A competent person is ready at all
times to take over steering control;
and

(c) The changeover from automatic
to manual steering and vice versa is
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made by, or under the supervision of,
the officer of the watch.

APPENDIX A TO PART 109—NAVIGATION
AND VESSEL INSPECTION CIRCULAR
NoO. 4-78—INSPECTION AND CERTIFI-
CATION OF EXISTING MOBILE OFF-
SHORE DRILLING UNITS

1. Purpose. To promulgate instructions for
the inspection and certification of existing
mobile offshore drilling units. This NVIC is
also being published as appendix A of 46 CFR
Subchapter IA.

2. Background. Mobile Offshore Drilling
Units are recognized internationally through
the Intergovernmental Maritime Consult-
ative Organization as being a ‘‘special pur-
pose ship” designed and operated to carry
out an industrial function at sea. Contem-
porary U.S. Vessel regulations in Title 46
CFR do not adequately cover the safety con-
siderations which are unique to the hull and
structural designs, industrial equipment and
operating procedures incorporated in drilling
vessels. To provide appropriate and adequate
standards, the Coast Guard with the assist-
ance of the National Offshore Operations Ad-
visory Committee, and following the provi-
sions of the Administrative Procedures Act,
developed Subchapter IA, Regulations for
Mobile Offshore Drilling Units, 46 CFR Parts
107-109 and amendments to 46 CFR Sub-
chapters “F’’, Marine Engineering Regula-
tions, and ¢‘J”’, Electrical Engineering Regu-
lations. These regulations, published in FED-
ERAL REGISTER (43 FR 56788 December 4, 1978)
will apply to all units contracted for on or
after the effective date of the regulations.

3. Discussion. a. This NVIC elaborates the
‘“‘grandfather provisions’ of 46 CFR 107.211
and 107.215 in applying Subchapter IA to the
approximately 150 existing ocean-going U.S.
flag mobile offshore drilling units. ‘“Exist-
ing’”’ Mobile Offshore Drilling Units are those
vessels which have been contracted for be-
fore the effective date of the regulations in-
cluding:

(1) Units in Service.

(2) Units under construction.

(3) Units contracted for which are to be
constructed and delivered prior to January 1,
1981.

b. Existing wuncertificated mobile drilling
units of which there are approximately 92 of
the bottom bearing configuration, i.e., jack-
up and submersible types, have not pre-
viously been required to comply with vessel
inspection regulations. Some units have met
the load line requirements of Subchapter
“E” for International Voyages. Many of the
older units are not classed by a classification
society. Bottom bearing units operating on
the Outer Continental Shelf of United States
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have been required to meet the safety re-
quirements of 33 CFR Subchapter ‘“N”’ as ar-
tificial islands. On January 3, 1979, existing
bottom bearing units are subject to the
“‘grandfather provisions’” in §107.211(c) of
Subchapter IA.

c. Existing certificated mobile offshore
drilling units, for the purposes of this NVIC,
are column-stabilized and ship-shape types
of which approximately 58 are currently cer-
tificated, or have made application for an
original Certificate of Inspection or intend
to make application for an original inspec-
tion for certification under 46 CFR Sub-
chapter “I” on the basis of the unit being
contracted for prior to the effective date of
the new regulations. These units may con-
tinue to meet the structural, equipment, ma-
terial and arrangement standards which
were applicable to the hull, engineering,
electrical and industrial systems when the
units were contracted for. In addition they
must meet the provisions of d.(1), d.(4)(d),
d.(MH(b), d.(8), d.(9), d.(10)(b), d.(11) and d.(12)
of paragraph 3 of this NVC in accordance
with §107.215(c)(2) of Subchapter IA.

d. Inspection  Provisions  for  Existing
Uncertificated Units. The intent of the
‘“‘grandfather’ provisions of this NVIC for ex-
isting uncertificated units is to ascertain
through inspection that the material condi-
tion of the unit and its equipment meet rea-
sonable levels of safety. To this end, the fol-
lowing determinations will be made:

e The design, construction and arrange-
ments of the hull, machinery electrical and
industrial systems do not reveal manifestly
unsafe aspects.

e There is no excessive deterioration of the
hull structure or equipment foundations.

e There are no intrinsic fire or explosion
hazards.

e There are no personnel hazards such as
unguarded moving machinery, potential
electrical shock conditions or lack of hand-
rails.

e The unit is seaworthy and exhibits satis-
factory stability.

(1) General. (a) Repairs and minor alter-
ations to hull structure or equipment may be
made to the same standards as the original
installation. However, new installations or
major alterations which affect vessel or per-
sonnel safety shall meet the applicable
standards of Subchapter IA.

(b) Existing items of safety equipment not
meeting the applicable specifications or re-
quirements set forth in Subchapter IA may
be continued in service as long as they are
maintained in good working order to the sat-
isfaction of the OCMI. Such safety equip-
ment and installations requiring extensive
repairs shall be replaced and shall meet the
applicable specifications and requirements of
Subchapter IA.

(¢c) The OCMI has discretion to accept al-
ternatives or equivalents which meet the es-
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tablished standards, and to give special con-
sideration to departures from the regula-
tions when it can be shown that special cir-
cumstances warrant such departures.

(2) Plan Submittal. (a) For units not classed
by the American Bureau of Shipping or other
recognized classification society, (see 46 CFR
108.109) the OCMI must have sufficient plans
and information submitted to him which will
describe such things as the unit’s size, con-
struction, configuration, arrangement of
tanks, decks and spaces; and the machinery
and electrical installation. In addition, the
OCMI may require submittal of any addi-
tional data he considers necessary in order
to proceed with the original inspections.

(b) For units classed by the American Bu-
reau of Shipping or other recognized classi-
fication society, the plans and information
described in Subchapter IA §107.305 (a), (b),
(v), and (ii) and a general description of the
machinery and electrical installation shall
be submitted to the OCMI for information.
The OCMI may accept continued classifica-
tion as proof of structural, mechanical, and
electrical sufficiency. However, the OCMI
may require additional plans and informa-
tion if necessary.

(8) Hull Structure. (a) No structural changes
will be required unless manifestly unsafe
conditions exist.

(b) Existing uncertificated units must be
drydocked or have a special examination in
lieu of drydocking as required by 46 CFR,
107-261.

(c) Achievement of one compartment sub-
division is not required where extensive
modification of the original design would be
necessary; however, watertight integrity of
the hull and structural boundaries must be
maintained. Bulkheads and decks designed
to be watertight must be maintained as such
where they are penetrated by pipes, elec-
trical cable, reach rods, ventilation systems,
etc.

(4) Stability. (a) The stability of each exist-
ing unit will be reviewed by the Coast Guard.
The plans indicated in 46 CFR Subchapter TA
§107.305(q) through (u-1) must be submitted
to the cognizant OCMI or Merchant Marine
Technical Office.

(b) Lightship data from a Coast Guard wit-
nessed and approved stability test is required
for each existing, uncertificated unit. Alter-
natively other evidence of lightship values
will be considered on a case by case basis.

(c) In general, compliance with the intact
stability standards of 46 CFR Subchapter IA,
§§108.303 through 108.309 is required. Where
existing units were designed to a lesser
standard of stability than that specified in
§§108.303 through 108.309, some relaxation
based on proven past performance may be
granted at the discretion of the OCMI and
limiting conditions, if any, set forth in the

177



Pt. 109, App. A

operating manual. In no case will the min-
imum wind speed for adequate stability be
reduced below 50 knots.

(d) An operating manual shall be prepared
for each unit. Each operating manual must
contain the information indicated in 46 CFR
Subchapter IA, §109.121(d) and be submitted
to the cognizant OCMI or Merchant Marine
Technical Office for review.

(5) Load Line. (a) All units are required to
obtain and maintain a valid Load Line Cer-
tificate. The structure and stability of the
unit must be proven adequate for the voy-
ages and areas of operation intended.

(b) The American Bureau of Shipping or
other recognized classification society will
issue Load Line Certificates and conduct ini-
tial and annual load line surveys. Coast
Guard and the American Bureau of Shipping
inspections may be conducted simulta-
neously, but it is the owner’s responsibility
to arrange coordinated inspection schedules.

(c) The structural review conducted by the
American Bureau of Shipping or other recog-
nized classification society for load line as-
signment may be accepted by the Coast
Guard as proof of structural adequacy of the
hull.

(d) The stability review must be completed
prior to issuance of a Load Line Certificate.
The Coast Guard will inform the American
Bureau of Shipping or other recognized clas-
sification society of the results of the sta-
bility review, and will indicate any stability
limitations to be placed on the Load Line
Certificate.

(e) Freeboard calculations for self-ele-
vating units with barge type hulls will be
made in accordance with 46 CFR, Part 42.
The bow height requirements of 46 CFR 42.20—
70 may be relaxed to approximately 33% of
the normal requirement for barge shapes
moving at speeds less than 6 knots. No relax-
ation of the addition to freeboard for defi-
ciency in sheer is allowed. The freeboard for
units other than self-elevating units with
barge type hulls will be based upon compli-
ance with the intact and damage stability
standards applicable at the time the unit
was contracted for.

(f) All units delivered after the date of this
NVIC regardless of contract date, must ob-
tain a Load Line Certificate as soon as oper-
ationally feasible.

(6) Route and Operating Area Limitations. (a)
Units classed by the American Bureau of
Shipping or other recognized classification
society for ocean service generally will be
certificated by the Coast Guard for ocean
routes.

(b) Unclassed units which have proven
structural and stability adequacy by contin-
ued safe operation in a specific geographic
area, such as the Gulf of Mexico, will be lim-
ited by the Certificate of Inspection and
Load Line Certificate to that area. To qual-
ify for an unlimited oceans route, such a
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unit must be reviewed for adequacy of the
structure and stability by the Coast Guard
and meet the Load Line requirements of d.
(5) above.

(¢) Any unit which intends to move or op-
erate outside the geographical area indicated
on the Certificate of Inspection must receive
prior approval from the OCMI.

(7) Fire Protection. (a) Structural fire protec-
tion. All units must meet the provisions of
§108.123, Insulation of Combustible Materials
and §108.127, Storage Lockers for Combusti-
bles. All existing interior stairways which
are open at each end must be enclosed at one
level. On units where wood was utilized in
the construction of accommodation spaces,
each space must be equipped with a smoke or
heat detector either battery powered or oper-
ating on the AC power supply. All detectors
must have the Underwriters Laboratories,
Inc., label (UL) or the Factory Mutual Lab-
oratories (FM) label.

(b) Fire Extinguishing Systems. Systems and
equipment must be provided which will meet
or be equivalent to the applicable specifica-
tions and provisions required by Subchapter
TA. Installed fire extinguishing systems,
which provide equivalent or greater protec-
tion than systems required by Subpart E,
Subchapter IA may be continued in use as
long as they are in good material condition
and will function as designed. Where prac-
ticable, existing washdown systems may be
utilized as the firemain. Where wood was uti-
lized in the construction of accommodation
spaces, the applicable requirements of 46
CFR Subchapter IA, Table 108.495(a) should
be doubled.

(8) Lifesaving Equipment. (a) Each unit must
have lifesaving equipment (lifeboats and
davit launched liferafts) for 200 percent of
the total persons allowed on board. Except
for submersible type units, the installation
of lifeboats for 100 percent of the persons (on
board) is required in accordance with 46 CFR
108.503 of Subchapter IA. Consideration will
be given to those units where existing ar-
rangement and structure do not provide suf-
ficient room for installation of the lifeboats
or where the added weight of the lifeboats,
davits and winches will materially reduce
the variable load capacity of the unit. In
such cases, davit launched inflatable life-
rafts with a combined personnel capacity of
the required lifeboats, and a rescue boat ap-
proved by the OCMI may be acceptable
equivalents. Submersible type units may
substitute Coast Guard approved throw over
type inflatable liferafts and an approved res-
cue boat for the required lifeboats.

(b) For the second part of the total 200 per-
cent primary lifesaving requirement, life-
boats installed in accordance with 33 CFR,
Subchapter “N’’ Part 144 or Coast Guard ap-
proved life floats may be retained as pro-
vided for in 3.d(1)(b) of this Circular. They
will be considered collectively with the
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Coast Guard approved liferafts for calcu-
lating the amount of equipment to provide
for 100 percent of personnel on board.

(c) Adequate access to all lifesaving equip-
ment must be provided.

(9) Cranes. (a) Plan approval will not nor-
mally be required of any crane which con-
forms to the specifications of the manufac-
turer as originally installed. A rated load
test as described in §107.260 of Subchapter IA
will be required unless the crane has been
load tested while under certification by an
approved certifying authority as provided for
in 46 CFR 107.258. Prior to the rated load
test, the crane should be identified by manu-
facturer and model number to determine
that the correct load rating chart is being
used. The owner must submit to the OCMI
details and calculations of any alterations to
a crane which were accomplished without
manufacturer’s documentation in order to
verify the rated load of the crane.

(10) Electrical. (a) Multiple power sources do
not require an emergency generator; how-
ever, storage batteries or approved relay-
controlled battery operated lanterns are re-
quired to be installed for the emergency
lighting system and provide 12 hours of
lighting.

(b) Electrical equipment installed in Class
I, division 1 and 2 locations, as defined in
Subchapter ITA, §108.170 must be of a suitable
type and in good material condition.

(11) Unfired Pressure Vessels. (a) Unfired
pressure vessels built and stamped in accord-
ance with Section VIII of the ASME Code
may be continued in service as long as they
remain in satisfactory condition. At the
original and subsequent inspections for cer-
tification, ASME Code pressure vessels must
be tested and examined in accordance with
the requirements in 46 CFR 61.10-5.

(b) Unfired pressure vessels which cannot
be identified as being constructed to any rec-
ognized standard may be continued in serv-
ice provided that no obvious defects are
noted. These pressure vessels shall be
hydrostatically tested to one and one half
times the working pressure. For pressure
vessels that can not be reasonably
hydrostatically tested, nondestructive test-
ing may be used to verify the pressure ves-
sels condition for continued serviceability.
These pressure vessels will then be stamped
with a Coast Guard identification number
and periodically tested and examined in ac-
cordance with the requirements in 46 CFR
61.10-5.

(12) Marine Sanitation Devices. (a) All units
must meet the provisions of 33 CFR Part 159,
Coast Guard Marine Sanitation Devices Reg-
ulations. The discharge requirements are
compatible with the OCS Orders of the U.S.
Geological Survey.

4. Action. a. The owner of each existing cer-
tificated unit must provide the cognizant
OCMI a proposed plan to accomplish the re-

Pi. 109, App. A

quirements in paragraph 3. c. of this NVIC
within 60 days from the effective date of the
regulations. Most items should be approved
at the unit’s next inspection for certifi-
cation; however, where major equipment in-
stallations are concerned, the owner may be
allowed up to two years to comply with the
requirements from the time the OCMI com-
pletes his assessment of the proposals.

b. Application for Original Inspection for Cer-
tification. Not later than sixty days from
January 3, 1979, application for original in-
spection for certification of all existing
uncertificated units, shall be submitted to the
appropriate OCMI. The plans or descriptive
data specified in paragraph 3.d(2) of this
NVIC along with a proposed plan to bring the
unit into compliance should, if possible, be
submitted with the application for inspec-
tion. If not feasible to assemble all required
information in this time frame, an estimated
date of submittal shall be indicated on the
application. Arrangements should be made
to commence the original inspection for cer-
tification with due consideration for the
unit’s operating situation.

c. To the extent possible the same inspec-
tion team will conduct the inspection of all
existing wuncertificated units in a geo-
graphical area. It may be advantageous to
conduct the original inspection in conjunc-
tion with an impending special or periodic
survey, drydocking or availability period.
Units under construction will receive pri-
mary consideration by the OCMI for the allo-
cation of time and personnel so that any
problems can be identified while the unit is
in the most advantageous situation to apply
corrections.

d. The variety of designs and arrangements
presented by existing uninspected MODU’s
makes it impractical to prescribe detailed
standards for all existing units. The proce-
dures followed to implement this NVC must
provide the mnecessary flexibility. Items
which must be taken into consideration in
applying this NVIC are listed below. Catego-
rizing units into groups to which the same
items apply will be of value during the in-
spection process. These items are:

e Type

e Builder

e Model

e Date build

e Classed by ABS or other classification
society

e Load Line assignment

e Operating history
graphical areas)

e Present location

e. Issuance of the Original Certificate of In-
spection. The intent of the original inspec-
tion of existing uncertificated units is to iden-
tify and commence correction of any unsafe
conditions and/or equipment deficiencies and
to issue the unit an original Certificate of
Inspection. A reasonable period of time will

(including geo-
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be permitted to correct minor deficiencies.
Those items directly affecting personnel
safety and health will require immediate at-
tention to correct the unsafe condition. Ex-
tensive deficiencies, such as those involving
structural aspects or equipment may require
up to two years to remedy. Additional times
may be allowed if repair facilities are not
available to coastal areas adjacent to the
unit’s area of operation. Where manifestly
unsafe conditions are found, the OCMI may
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require that the unit discontinue operations
until such conditions are corrected. If the
owner or operator feels aggrieved by the de-
cision of the OCMI, the appeals procedures of
46 CFR 2.01-70 are applicable.

f. Questions concerning this NVIC should
be referred to the Commandant (G-MOC).

[CGD 73-251, 43 FR 56828, Dec. 4, 1978, as
amended by CGD 96-041, 61 FR 50730, Sept. 27,
1996]
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SUBCHAPTER I—CARGO AND MISCELLANEOUS VESSELS AND
SUBCHAPTER I-A—MOBILE OFFSHORE DRILLING UNITS (MODUs)

EDITORIAL NOTE: This listing is provided for informational purposes only. It is compiled by
and kept current by the Coast Guard, Department of Homeland Security. In general, ref-
erence in this index pertains to new construction or installations. For existing vessels or in-
stallations see the ‘‘application’ in the text covering the particular referenced part, subpart,
section, etc.

Part, subpart or section

A
Access:
General. (See also Means Of €SCADE) . .iuii ittt i eeieeieeeeeeeaeeneaearenens 92.10
To fire extinguishing valves and controls:
(OF: 5 i e To ) s 10 B L0 3: < 1 1= 2NN 95.15-20
I V7Y 10 PPN
To lifeboats .
Accident: RePOTt Of ..o 97.30, 97.07
Accommodation space:
Carbon dioxide PIPING 1M .ooviniieii e 95.15-15(1)
(03 4=) P PP PP PPNt 92.20
Fire protection equipment required 95.05
Mobile Offshore Drilling Units (MODUS) ....cccevivinininininnnn. 107.231(r), 108.193 et seq.
[0 e = PPN
Actions required to be logged .
Additional requirements when cargo tanks are installed below decKks ............ 105.25
Cargo pumping installation ..........cooiiiiiiiiiii e 105.25-10
Compartments or areas containing cargo tanks or pumping sys-

L7153 001 PP PT PP PPN 105.25-5
General FeqUIreIMENTS ..ottt 105.25-1
Shut off VAlvVes reqQUITed .....ocuiiiiiiiiiiiiiei e e e e e e e e eaans 105.25-20
SPACINgS ArOUNA CaANKS c.vitiiiii et ieaaeaaas 105.25-15
Ventilating systems for cargo tanks or pumping system compart-

0 01=3 0 2O PP P PP 105.25-7

AQMNINTS T ATION ettt et a e ans 105.01
Effective date of regulations......ccoeiiiiiiiiiiiii e 105.01-10
Intent of Public Law 90-397 (approved July 11, 1968, 82 Stat. 341)................ 105.01-5
Purpose and authority for regulations ........ccooveiiiiiiiiiiiieeeees 105.01-1

Address:

(070 =13 vl € 1 0 = o« N 107.117
For submittal of plans, specifications and calculations.............ccceeveennen.. 107.317

ALdS 60 NAVIZATION 1. e 97.05

Air port:

Insect screens in, crew acCOMMOAATIONS ..vuiiiiiiiriiiiiii s 92.20-55
KePU ClOSEA A1 SCA cuivniniiiiiiie e aeas 97.15-20

Alarm:

Carbon dioxide extinguishing SyStem ....c.ceviiiiiiiiiiiiiieeeeee s 95.15-30
General alarm SYSTeIM .. ....ciieiii i 96.05, 109.201
MAaTKINGS tuoriiiniiiiiin e e 97.37-5, 97.37-7, 97.37-9, 97.37-50
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Miscellaneous MACHINETY ...ooviriiii i e e eee e e e e aeerenanns 96.05

Refrigerated space

Ventilation failure
Alteration:

DA ) LT ) PP

Plans FeAUITEA ..uineiriiiii ittt et ettt aa s
American Bureau of Shipping:

Authority to issue cargo ship safety construction certificates.................. 91.60-45

Hull structure...

Recognized classification society
Standards....ccoceeeviviiiininiiinenes
Standards may be used
American National Standards Institute...
American Petroleum Institute ...........ccoooviviiiiiinnnn..
American Society of Mechanical Engineers ...................
American Society for Testing and Materials (ASTM)
96.35-5(c), 108.101, 108.427, 108.497
Ammonia, anhydrous in DULK ... e 98.25
Anchor: General requirements
ANNYATOUS AINIIMIOTIIA .ttt ittt ittt ettt ettt ee et e e eseeaseneeseneasenseneneasenens
Anhydrous ammonia in bulk:
A DD CADIII Y tutininiii e et anan
Cargo hose
[OF: H <o T 03§ 0) b o= PPN
Design and construction of cargo tanks
Electrical bonding .........cocvvviiniiiiiiiiiinennns
Filling and discharge pipes
Filling density .....ooveiiiiiiiiiinnnnnn
(€ =) TS = 1 N
How anhydrous ammonia may be carried ...
Installation of cargo tanks.........ccceenvenenennn.
LA ging i
Liquid level gauging device .....c.cceevevvineninnnns
MarKINgS .ooueviiiiiiiiiiiini e eaans
Refrigerated systems.......ccocvevevvininiinininnenenns
Safety relief valves.....cocovviviniiiininiiinenennenns
Special operating requirements....oco it s
Tests and INSDECTIONS .ottt e e e ea e eaaenaaas
Valves, fittings, and accessories
Ventilation ...oooovviiiiiiiii e
V=01 v s = PP
ANNIVEISATY QaATE .onriniitiii i e e et et aaaaaas
Appeal, right of ...
Applicability of subchapter I to vessels
Application commercial fishing vessels
Commercial fishing vessels dispensing petroleum products...
Intent of regulabions . ...ocviiiiiii e
New vessels and existing vessels for the purpose of application of regu-
1ations in this DAt ..o e e e
Prohibitions regarding petroleum products ...
TYDPES Of VESSELS wouviriiiiiiiiieeieeeeeieeeeeeneens
Applicator: For combination NOZzle........ccoeiiiiiiiiiiiiiiiiiii e,
Approved:
Definition Of ..o e
Fire protection equipment tO De ...c.oiririiiiiiii
Dz A I v T o1 SN
Arrangements:
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BQUIVAlen S fOr .o e e
Initial inspection
) o F: R s eI =0 v A cTe OO

2 R A )51 11 s PN 96.03-1(a)

...90.10-3, 90.10-36

Bilge:
Inspection for fire NazZardsS.......ccoiiiiiiiiiiiii e e aas 91.25-45
System
Boat drill
Boiler:
AcCident $0 OF FeDAIT Of .o.iriiiiii i e eeereaes 97.30
Carrying excess steam
Examination of.............cooiiiin.
[ =3 0TS = 1 PP .
Insulated from WOOAWOTK.....couiiiiiiiiiiieie e e e e e e eeaeas 92.05-5
BoOIler SDACE .ttt ittt ...96.03-1
Bulk ores and similar cargoes, cargo stowage ...97.12-1
Burning operations o0 MODUS ... et et eaeneas 109.573
C
Carbon dioxide extinguishing system:
Access 10 SUPPLY and CONEIOLS c.ouuiriiiirii i anes 95.15-10(a)
ALATINS et aas ...95.15-30, 108.627

(670} o ) £ TP 95.15-10
DiISCRATZE OUELETS . iuitiiiiiiii et e e e e e e e e e e 95.15-25
ENCLOSUTE ODEIITIZS . tttininiiiniieieieie e ettt et e et eeeneteeneaeaeneaeeneeetneneaaesnesnenennes 95.15-35
F OT CaAT 0 S S ettt et e e e et e e e e e an 95.15-5(¢c)
For machinery spaces, paint lockers, tanks, etc .......cccoeveviiiiiiiiiiininn, 95.15-5(d)
General. (See Freight)

General AetailS. i e e e 95.15, 108.431
) B ATS) o1cTel v o) o NP PP 91.25-20
INStallation BeSt ..o 95.15-15(j)
MaTrKINES oiviiiiiiiiee e e ee e ans 95.15-10(c), 95.15-30(a), 95.15-10(h)
IMOD U S ittt e eaes 108.431, et seq.
Openings in quarters not permitted ........coooiiiiiiiiiiiiii 95.15-15(i1)

Operating iNsStruCtiONS ..o e 95.15-10(h)
PaDITag ettt ...95.15-15, 108.441
PressUre TelIeT ... e aaas 95.15-40

Quantity, pipe sizes, diSCharge rate .......ccooviiiiiiiiiii s 95.15-5

Recharge Of CYLINAETS .ot e e aeaeaas 95.15-20(e)
710 ) = = SO ...95.15-20, 108.451
TyPpe SYSEEM FeQUITEA ..onviniiiii e et ieeaeas 95.15-1(b)
A LC) I =T 0 A = Te PP 95.15-1

Cargo in bulk, dangerous. (See Dangerous cargoes in bulk)
Cargo gear:

) ATS) o1cTel v o) o N o ) PPN
Cargo space: Fire protection equipment required
CATZ0 ST OW A ettt ittt et e e et e e et et a e e ans
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Bulk ores and Similar CargOES oottt it iiiet et eieeteieeteteeteieereaeeseneareneananens 97.12-1

B B2 a1 = ) PP PPN 97.12-5
Cargo tank internal examination:

B 7= i 1 3 e ) PPt 91.40-1(c)

B AR 1= v T PP 91.40-3

Plans, availability of ..., ...91.40-5
Carrying freight for hire: Definition of .......coiiiiiiiiiii s 90.10-5

Carrying passengers for hire:
Machinery. (See Machinery space)
A= T=) £ T PP PP PP PPTPN 90.05-1
Casualty, notice and reporting Of ......c.viiiiiiiiiiiiiii e 97.07
Certificate:
Duration of ....
P oS I Of i s
Types:
) Dy: 2100101 Lo ) s B PPN
Inspection. (See Certificate of inspection)
Safety Construction
Safety Equipment...............
SALETY RaATIO oiriniiniiiii e e
Temporary. (See Temporary certificate of inspection)
Certificate of inspection:
Compliance With Provisions Of .......ciiviiiiiiiiiiii e e 97.50
Expired certificate

(€ e TS = 1 PPN 91.01
Initial inspection prerequisite for... ..o s 91.20-1
Inspection of certifiCcation ......coiiiiiiiii s 91.25
MODUS..civiiiiiieieieeeieeeeens 107.201 et seq.
Period of validity 91.01-10
DSy A L= ) PP 107.215
Certificates Under International Convention for Safety of Life at Sea,

1060 ettt e aaaeaaan 91.60, 107.401 et seq.
(02080 TE= s (e Yo ) LU UPRPTOTPINt 96.07, 108.705
Chart:

(01017 (0 5 ] U T PP PP PPN 109.565

REQUITEA .ttt e e e et et et et e e e e et et e e e e e e e anas 97.05-5
Classified locations on MODUs 108.170 et seq.
COAST GUATA AAATESS tuenininiiiiniiet ettt teteteaetraeteteteneteneneenenenenenenenenenes 107.117
Coast Guard District COmMmMANAEr .......ouviiiiiiiiiriei e e e eeenaaes 90.10-9
Coastwise, defined ......cccovveviiiiiiiii
Column stabilized unit
CombINAtion NOZZLE ....cviuiiiii it aas
Combustible and flammable liquids in bulK ........cccooeviiiiiiiiiiiinninan... 90.05-35, 109.557
Commandant, defined .......o.oiiriiiiiii e 90.10-7, 107.111
Commercial fishing vessels dispensing petroleum products ............ccceenenen. Part 105
Communication system:

D LC) vt 5 B PP PT PPN 96.05-1

Testing ...cocoovvevevininennnns 97.15-3, 109.201
COMPASS: MODUS uuiiiiiiiitiiiiie ittt et etet e et e etetneneaaeneretenereeneseenenes 108.715
Construction:

Crew aCCOMIMOAATIONS ouiuiiiiiieiete ettt e et te e et et et et eteenenenenenenanas

Elimination of fire hazards

Inspection:

FOr CertifiCation ..o s 91.25

05 72 0 PPN 91.20

Structural standards .....c.oviiiiiii e, 92.01-10, 92.01-15

MODUs 107.305(hh), 108.113 et seq.
New plans and specifications fOr........cooiiiiiiiiiii s 91.55-5
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Contracted for, AefINEA ... e 90.05-5
Controls:
Fire extinguishing systems:
(OF: i o To ) 0 B B ) Lo ;4 1o L N 95.15-10
B S CT 010 - i RN 95.10-15
Foam......ooooviiiiiiiiiiiiinnn,

Steam
Corridors: DEAM EIIA t.uvuiuinie ittt e e e et et e it e et st eneta e eteteneananeans
COUPIING fIT0 OSE ittt e e e e e e et e et e eaeaneneanas
Cranes on MODUs ................

Crew Accommodations
Construction
General ..oooooiviiiiiiiiiie s
Heating and cooling
Hospital SPACE...c.iiitiiiiiiieceeceeceeeeas
INSECt SCreens ..oovviviviiiiiiici e
Laundry facilities
LoCation ..o
MESSTOOIMS eiveeieiiieeieeee e eaeaens
Recreation facilities......ccovvveviiiniiinininnennnn.
Sleeping accommodations .........ceeevveneninnenns
Ventilation ..ocoovviiiiiiiniiiiieeeee e
Washrooms and toilet spaces

DDz 00 - ¥ = PP

Dangerous cargo in DULK .......cooiiiiiiiiiii s

Davit: Inspection for certification

Daylight signaling 1amp ........ccceveiiiiiiiiiiiiiiiieeeeeeenes .

Deenergizing of cargo hold lighting circuits, etC.....cvviiiiiiiiiiiiieeee 97.55
Master’s reSPONSIDILITY .ouiuiiinii e 97.55-1
Warning NotiCe POSTEA.....iui i e ee e e e aaeneaanan 97.55-5

Definitions:
Pertaining to hull examinationsS.......ooviiiiiiiiiiiiii e ees 91.40-1
Pertaining to inspection of cargo gear.........ccoooviiiiiiiiiiii i 91.40-3
Pertaining t0 MODUS ..ttt e e et e e et aeeeaeenaaaanans 107.111
Terms used in subChapter I... ..o e aas 90.10, 105.10

Design and EQUIiDImMent . ..o e e aan Part 108
Equipment not required.....cocvuinieiiiiiie e 108.103
Incorporation DY refereNCe ...o.oiiir i e aaas 108.101
Lifejackets, immersion suits, and life bUOYS ....ccooiviiiiiiiiiiiiiiiiceeeens 108.649
Lifesaving equipment.....coiiiiiiiiii e 108 Subpart E
MUSTET LIS cuininiii e 108 Subpart J
Substitutes for required fittings, material, apparatus, equipment, ar-

rangements, calculations, tests ..o 108.105

D LY et b o T i TP 95.05

Discharge, overboard. (See Overboard discharge)

IDRES] o) F= Aok il o =1 £ PRSP 97.36

Door:

To crew aCCOMMOAATIONS ..uvuiniiiiiieieie e e e e e e e eaeaens 92.20-10(b)

WaterTIgRt ..o 91.25-25(a)(1)
Draft:

Logged when 1eaving POTT ..o.iu ittt e e 97.15-5
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Marking on MODUS ...o.iuiiiiiiiieieieiee e e e e e e e e e ee e anenaas 108.661, 108.663
Required to be marked 0N VeSSl ...c.ouviiuiiiiiiiiiiiiiniiiinieeieineieieeeneans 97.40-5, 97.40-10
Drain:
Crew spaces:
CaATDON QIOKIAE tuuvniniininiiiii et e et e et e e ae e et et eneaeanensaneneanans 95.15-15(g)
Fire main 95.10-10(e)
Foam.......ocooevvvvinennnns 95.17-15(d)
Steam SINOTNETING . cuiiiiii e e e e e e ans 95.13
Drydock examination:
BB TS5 i 1 3 e ) PPN 91.40-1(a)
Intervals.....cccoevivenvinennns 91.40-3
Plans, availability of 91.40-5
Drydocking:
1LY (0] B 1 U T PSP PPN 107.231(u), 107.261, 107.265
Notice by master, owner, operator or agent of vessel ........cocvviiiiiiiiiiinnininn. 91.40-5
D) e 1o b e 1 N 91.40
E
Electric lifeboat Winch SySteIMIS ...vuiuiiiiiie e

Electric propulsion and propulsion control systems
Electric steering gear and steering control systems
Electrical engineering:

Annual inspection of equUIPMeEN .. ....ccoviiiiiiii e
General FeQUITEIMIEIITS . ittt e ettt e et aanaas
Initial inspection of equipment 91.20-20(d)
DY/ (0 ) B 1 U S 107.305(aa)
Systems, installations and details 96.05-1

Vessels subject to regulations
Electrical propulsion machinery:

Electrical fittings and fixXbUres.....covvviiiii e 105.30-1
Electrical requirements (.o 105.30
Enclosed ventilation system for:
Fire extinguishing system required.........cccooviiiiiiiiiiiiiiiiiiiiiecceeene 95.05-10(f)
Grounding of electrical equUIPMEN ....ccoiiiiiiiiiiiiie s 105.30-5
Emergency light:

Marking

Required ...
Emergency lighting and powering:

BB TS 7= T £ PPN

Segregation of ....

N CT ] v o T PSPPI
Emergency loudspeaker Sy Steml. . o
Emergency position indicating radiobeacon (EPRIB) .... .
Engine order telegraph Sy St eI ..o
Equipment:

EQUIVALENTS 0T .ouiiniiii e 90.15

Lifesaving. (See Lifesaving equipment)

Protection from refrigerants

SoUNAING c.uvviviiiiiniiiri e
Equivalents
B o221 o1 PP

Certificates under International Convention Safety of Life at Sea,

Mobile Offshore Drilling Unit ...........coiiiiiiiiininnnn, ..107.231(p), 108.151 et seq.

Exhaust, internal combustion engine; insulation of.... 92.05-5
Existing commercial fishing vessels dispensing petroleum products............... 105.90

Commercial fishing vessels dispensing petroleum products contracted
for prior to December 1, 1969......ccciuiiiiiiiiiiiiiiiineie e e 105.90-1
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Explosives, prohibition of usage on MODUS .....ccoiviiiiiiiiiiiiiieceeceeceeaeeens 109.559

Extinguisher. (See Hand portable fire extinguishers; Semiportable fire extin-
guishing systems)

Extinguishing system. (See Fire extinguishing system)

F

Federal Communications Commission:
Initial inspection of radio installation .......cocvviviviiiiininiiiniinieee s 91.20-15
Inspection of radio installation
Fire axe:
] L0 Te - 1 3 Lo ) o KPP PP
Number required ......c.oeeviiiiiiiii e eeeeeans
Fire detecting and alarm systems
Fire detecting equipment:

INitial ISP CEIOM .. et e

Inspection for certification 91.25-10

WHREN FEQUITEM ouenieniiitiieie et et e et e et e et et e e e e ene e eneananes 95.05-1
Fire detection system:

MODUS...cveeniienennnnn 108.404, 108.405, 108.407, 108.409, 108.411, 108.413, 108.415 et seq.
FIre Arills 0N MODUS ..uuiuiiniiieii ettt e et e e e et e eae it et eaeneaeanaaesaensenenannes 109.213

Fire extinguisher. (See Hand portable fire extinguisher; Semiportable fire extin-
guisher system)

Fire extinguishing equipment, generally ......ccccooviiiiiiiiiiiiiiiiiiiieeeeeeeeaeaeans 105.35
Fire extinguishing system:
AR E= 0 B 6 0TS o1 Te] v o) o W PP 91.20-15
Inspection for CertifiCation .....cccovviiiiiiiiiiiiii e 91.25-10
B = - R 0= SN 97.37-10, 97.37-13
MODUs.......... 107.231, 107.235, 107.251, 107.257, 108.103, 108.401 et seq., 108.629, 108.631
A Loy B Yo b b =T PP 95.05-10
Fire hazard:
Elimination from struCture .....ccooviiiiiii e 92.05
INSPECTION fOT ouitiiiiiiii ettt e et e et e e e eeaas 91.25-45
Firehose:
Additional when foam extinguishing system under ...............c.oooeeviiiiiiinnn 95.17-25
Couplings 95.10-10(n)

Generally 105.35-15

D B ATS) o1Te v (o) o NP PP

IO D U S ittt ettt et e e et et a e e

Size, length, and stowage

When and where required
Firehose nozzle:

Additional combination nozzles required when foam extinguishing sys-

L7 00 B 0 (o = PP PP 95.17-25
Combination nozzles required 95.10-10(i)
Type and SiZe FeQUITEA ...c.iiiriiiiii et et ee e e aeeneanas 95.10-10(1)

FITEROSE TACK .iniiiiiiiii ettt e e et e et e e e e aeaas 95.10-10(g)
Fire hydrant:
Additional required when foam extinguishing system used ....................... 95.17-25
517 0 ) B 1 U SN 108.425, 109.331, 109.333
SiZ€ ANA 10CATION ceuiiiiiiii e 95.10-10
Fire main system:
Additional requirements when foam extinguishing system used ............... 95.17-25
(07010 /0) 5 0¥ =4 T PPN
General details
Generally ...oooveviiiiiiiiiiiiiea
HOS i
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) 5 ) 0¥ = PO
Protection from freezing .......coooevriiiiiiiiiiiiiiiiic s
PUMDPS .o
ShOTe CONMECTION . tuititiiii ittt e e e e e e e e anens
When required ......ccoevviiiiiiiiiiiiiieieeeens

Fireman’s Outfit......coooiiiiiiiiiiii s
ADPDIICATION 1aenitiiii e
(€S = P PP PP PSPPI

Spare charges ...
Stowage ............
Vessels contracted for before Nov. 23, 1992

Fire protection equipment: Approval equipment not required

Fire detecting systems. (See Fire detecting system)

Fire extinguishing systems. (See Fire extinguishing system)
(€= A=) = PN
Hand portable fire extinguishers
AR v E= 0 B 6 ATS) o1 Te) v o ) o NP PP
) R ATS) o1cTel v K)o N ) i PPN
Semiportable fire extinguishing systems....
Test, drills, INSPECTIONS vttt e e e et eaas

Fire protection, general....................... ...92.05, 108.123, 108.127

Fire protection, structural...........ccoooiiiiiiiiiiiiiie 92.07, 108.131 et seq.

Fire pump:

Number, type, size, and 10CaAtION . .c.cviiiriii e e eaees 95.10-5
Used for other purposes

Fire watch, general .............

First aid kit: MODUs

Flammable and combustible liquid cargo in bulk

Foam extinguishing system:
Access 10 sSupPly and CONEIOLS c.oviriiiirii i eaeeaaes
Additional protection required......ccocviviiiiiiiiiiiiiieieeeeeee e
(07032111 0 ) 1= PP PPN
Discharge outlets....cocoveveiiiiiiiiiiiiiiceeene,
General detailS.....coooeviiiiiiiiiiiiiiiien
D B aTS) o1 Tel v o ) o NP PP
B = @ T PPN
PaiDINg e e
Quantity of foam required .............ceeieninin
WRETE FOAUITEA o.uinitiiitiiit e ettt ettt et et e e r e et aeeseieerenseneeanans

Freight:

Carriage O NI, . o.i i e 90.10-5
Carriage of when proceeding to another port for repair ..........covevivviiiiniinn.n. 91.05

Fuel:

Requirements fOr Odl.. ..o e e e e as 97.15-55
TANKS .oviiieieieeceeee e 95.05-10(b)
Fuel 01l tanks, INTeETAL. .. ..o e eaaas 91.43

Fuel o0il units: Fire extinguishing system required in spaces con-

o7z 0 B OO 95.05-10(e)

Furniture:

Crew accommodations
Crew hospital.....ccooviiiiiiiiiiiiiceeee,
B LTSS oo ) s 0 L= PP PP P PP
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G
Galley. (See also Service space):

UpPtaKke INSULATION . vt e e e 92.05-5
Gas free, Aefinition . ..o e 90.10-12
(€ = T 3 T b 4 T TP PPN 91.50(a)
Gas mask:

MarKking Of STOWAZE SPACE . .iuiiniiiiiiii ettt e et e e e eneaneneanas 97.37-20

REQUITEA ..euiiiniiiii ettt e et e e et et et et e e e et e et et e eaeananaanans 96.30-15
Gasoline, when using as fuel: Ventilation.......coovviviiiiiiviiiiiiiiiiiiiieeans 92.15-5
General alarm systems:

BT 7= 1 1 PPN 96.05

B 2 = N 97.37-5, 97.37-7
Gravity davit. (See Davits)

Great Lakes: Definition of ... 90.10-13
Grounding: NOTICE Of ... e e eeeneaens 97.07-1
Guard. (See Rail)

H

Hailing port, marked ON STEITL ....covviiirii e eeaes
Halogenated gas extinguishing system, MODUs
Hand portable fire extinguishers: Classification

N1y oJcTea ni o) 4 N ) PP P PPN
o221 o) 4 NP PO PPN
Markings..........
Spare charges ...
A Tey o B = To L b =T RS
Hatch:
(63111 = I 0 PP 97.15-20
To crew aCCOMMOAALIONS ...uiuiirii it eeee e eneneeaeennas 92.20-10(b)
HaW ST o 96.07, 108.705
Hazardous materials incidents, notice and reports ......ccoovviviiiiiiiiiiiiiiiineeens
Headquarters, defined ........coooiiiiiiiiiii e
Heating and cooling, crew spaces
Helicopter facilities on MODUs.......... 108.231 et seq., 108.486, 108.487, 108.489, 108 653,
109.575, 109.577
Hose:
............................................................................................................. 95.10-10
............ 95.10-10
........................................................................................................ 95.10-10
95.10-10(g)
Semi-portable fire extinguishing systems. (See Semi-portable fire extinguishing
system)
D5 (01S) o) A vt H B 63 o) PP PPN 92.20-35
HUILL SEIUCTUTE ..t e e e e e eaes 92.01-10, 107.305
D5 776 42 0 PPN 95.10-10
I
Incorporation by reference ........cccooeeeviiiiiiiiiiiiiiiininnann

Industrial personnel, defined
Industrial systems and components, defined
Industrial vessel, defined
B RaR v F= R AR R TSy oT<Te v (o) o N PRSPt
Inspection:
AfTET ACCIACIIT .. e aa
Alterations and repairs
ANNUAL ANA PETIOAIC . cuuininiiiiiiii et e et e e et e et e e eaeaenees
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Carbon dioXide CYlIMAETrS .ottt et ie et en et eeeneneaaanenas 95.15-20(1)

Certificate of. (See Certificate of inspection)

Commercial fisShing VeSSELS vt e e
ADPDIICATION fOT ot e e
Authority of marine inSpPeCTOT ... oiiuiiiiiii e
Exhibition of letter of compliance
General
Lietter of COMPIIANCE ..uiuiiiiiiiiie e e

Drydocking. (See Drydocking)

Fire extinguishing equipment ......oooiiiiiiiiii e

FOr CertifiCation (uiuiii i e aa

Gas freeing. (See Gas freeing)

Initial. (See Initial inspection)

Inflatable liferafts, SETVICING . ...civiiiiiiii e e e

Inspector not limited......ccovviriiiiiiiii e

Installation of carbon dioxide extinguishing system

JLY (0] B 1 U SO PPN 107

Sanitary. (See Sanitary inspection)

N 102 a6 = o £ 0 PPt

Tanks containing dangerous Cargo.......coeveveereneenennnnnns

Tests, drills and inspections by vessel personnel

Watertight doors. (See Watertight doors)

Instructions:
For changing steering gear........cocvviiiiiiiiiiiii e 97.37-33, 108.641
Operation of fire extinguishing systems:
CaATDON QIOKIAE . uvuiniininiiiien ittt e et et e et e ete e e et enensaneneananes 95.15-10(h)
) 00 Y21 o B P P TPON 95.17-10(c)
277010 72 4 = PP PRSPt 97.47
Use of self-contained breathing apparatus ...96.30-5
Insulation: Of WOOAWOTK ...c.ciiiiiiiiiiiiiiiiniiiiiiinineneneanans ...92.05-5
Integral fuel o0il tank examination ... s 91.43
Interior communication. (See Communication system)
Internal structural examination: Definition ...........cccooiiiiiiiiiiiiinnnen,
B a7 = T S

Plans, availability of
International Cargo Gear Bureau

International service, defined..........ccccveveiiviiiiniiinininnnn..
International voyage: Regulations applicable to

J
Jacob’s ladder. (See Ladder)

L

Ladder. (Also see Stairway):

Vertical, as means Of @SCaADE ..o vttt aens
Lakes, bays, and sounds: Definition of
LaUnAry: CreW ..ouiniiiiiiieieeieeieieeeeineeie e e erneneneananeananes
License: Exhibition of
Lifeboat:

BT =TI o PP PRP 92.10-40
Drill. (See Fire and boat drill)

B = a1 01 F = o ) PRSP 109.323
DY (0 ) B 1 6 £ TS 108.503 et seq., 108.645, 109.323

Life preserver:

Inspection for certification ......cocooiiiiiiiiii s 91.25-15
B = PP 108.649
MODUS ittt a et e et e e e anan 107.231, 108.649, 108.699, 109.334
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Liferaft
Equipment for:
B 2 - @ 1 L= PPN 108.647
017/ (0 ) B 01 SRR 108.647, 108.655, 109.323

Lifesaving appliances and approacChes ......oovivivriiiieiiiiieieeieeieaeneens 90.27, 108.500
Marking of c...cooveiiiiiiiiiiiiieiieean
Personal.....ccccouveiiiiiiiiiniiiiiiiiineeaens

Lifesaving equipment
D24 o) o] B¢z 11 Lo o N OO PPN 108.510
Communications

Free-fall lifeboat launching and recovery arrangements ........cccoceevevevenennne. 108.557
General ..................
Initial inspection
Inspection for certification
Lifeboat launching and recovery arrangements..........
Line-throwing appliancCe.........cooeviiiiiiiiiiiiiiiiieeieenenns
Marine evacuation system: launching arrangements ..
MOD US ittt ettt a e
Personal lifesaving appliances.....cocveveeniivineniinenennenenns
Relationship to international standards .....................
Requirements for units built before October 1, 1996........ccccevviviiiieiiiiniinnanen.
Rescue boat embarkation, launching, and recovery arrangements............. 108.570
RESCUE DOATS cnininiiiii e e e e e e e aaas 108.560
STOWAZE Of TESCUE DOATS . cuuinitiiiiiii e e e e e e eaans 108.565
Stowage of SUrvVIVAl Craft......ccoiiiiiii e 108.530
Survival craft launching and reCOVETY ....cuviuiiriiiiiiiiiiiiieiieieire e eneerneeaans 108.550
Using falls and a WINCH .. ..o et eae e reaees 108.553

Survival craft and rescue equUIPMENT . ....ccviviiiiiiiiiiiiiiii s 108.575
Survival craft muster and embarkation arrangement...............cocveieeninnnn..
Survival craft number and arrangement
Type of survival craft ........ccoovviiiiiiiiiieees

Liftboat, defined........cocovviviiiininiiiiniiiinineeeenns

Light:
DDA 0TSy o=y s Lo PPN
Searchlight .......ccoooiiiiiiiiie,

Lighting: Emergency system...............

Lighting and powering systems

LLOAAING QOOTS . tuiniiinitiiieie ettt e ettt et e et et eneaeanetetnanesanesesneneanenesesnenennens

Loadline:
Logging of position relative to water
MarKing ..ooviriiiiiiiie e
Structural requirements for.............cocceeneee.
Vessels subject to regulation....

Location of means of escape......cccceevevvenenennenn.

) BTeTeh o) G ) &) =X PN

Log:
Actions required t0 e 10ZZeA ...viniiriniieiiii e
Entries to be made ......cooveviiiiiiiiiiiiiii s
Retention of................

Logbooks and records

....97.35-3, 109.411 et seq.

Loudspeaker system: Details . oo 96.05
M
Machinery:
Accidents 10 OF rePaIrS Of ... e e e eas 97.30
D270 3] & T PPN 96.03
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Examination Of ... 97.15-15, 109.205
Machinery space: Fire extinguishing equipment required............ccccoeeviivieninnn. 95.05
U =X o= LA D s Lol o 4 LT v PN 97.37-47
Manual on the ““Stowage of BUlK Cargoes’ ....cviiiiriiiiiiiiiiiiieeeeieieeeeenenans 97.12-5
Marine engineering:

General FeQUITEIMEIITS ..ttt e aas

Initial inspection of equipment

Inspection of eqUIPIMENT ...vuiuiiiii e

JLY (0] B 1 U SO TPPRPON 107.305(z)

Systems, installations and details.....cccoiviiiiiiiiiiiiiiiii e 96.03

Vessels subject t0 regulationS..c.oi i e 90.05-1
Marine inspector, definition of ... 90.10-21, 107.111
Maritime Administration, U.S.: Vessels subject to inspection............... 90.05-1(a)(4)
Markings:

[OF:5 4 oo} a e hTeD:a La [SIE= 1 K= s 0's HOS T 97.37-9

1B ) i VO 97.40-10

Equipment on MODUS ....ccovvvviiiiniiiineienenennn. 108.621 et seq.

Fire extinguishing system branch 1ines ..........ccccoiiiiiiiiiiiiiiiiiicceceeeene 97.37-10

Fire extinguishing system COntrols........ccooviiiiiiiiiiiiiiireeeee e 97.37-13

FIrehose StationsS ..o 97.37-15

Hand portable fire extinguisShers ......cooviiiiiiiiiiiiiir s 97.37-23

Lifesaving apDIianCes oottt ettt aaanaas 108.645

On fire and emergency equipment, €tC ..cocviviiiviiiiiiiiiii e 97.37

On fire extinguishing systems: Carbon dioxide..................... 95.15-10(c), 95.15-30(a)

Fire main 95.10-15(b)

Foam ...cooovviiiii 95.17-10(b)

On SEOWALZE 10CATIONS . oviinieiiii it e e e e e aeae s 108.646

[0 v TS S 97.40
MasK...covviviiiiiiniiineennenns ...96.30-5
Master, AefINed ....c.ouiniii e e e e aanan 107.111
Means of escape:

General FeQUITEIMIEIITS ottt ettt e e e raaas

Two means required

Vessels contracted for prior to November 19, 1952
Mechanical Ventilation ..o e e e e e ans
Messroom. (Also see Accommodation space):

(€3S = Y PP PPN
Miscellaneous machinery alarms and controls
MODUs:

(670115 1/t 0 [ v 1o ) o KPU PP 108.113
DEfINITION L initiii it et e e et e et e e e aaa s 107.111
Design and EQUiDment ..o e 108
Equipment MarKINgS ...oviiiiiiiiiiiiiee et e e ea e 108.621
Fire extinguishing systems............... 108 Subpart D
Inspection and CertifiCation . ..civiiiiiiiii e 107
Lifesaving equipment.........cooovviiiiiiiiiiiiiiiiiieeeenns 109, subpart C
Operation and stowage of safety equipment 109, subpart C
Reports and reCords ....oouviiiiiiiiiieii e 109, subpart D
1720 03 b v PP PPt 108.301
Tests, drills and inspections 109, subpart B

Muster list (station DIll) ...ccvviriiiiiiiiiri s 97.13-1, 97.15-35, 108.901
N

Name Of VeSSEL: O VeSSl ...uiuiiiiiiiiiiii et ee e eeaenes 97.40-5

National Fire Protection Association ........c.cooviiiiiiiiiiiiiiiiiiiieeeeans 107.115

Natural ventilation .............oooeviiiiiiiini, 92.15-15(b)

Nautical publications on MODUs 109.565



Subchapters | and I-A Index

Navigation bridge VisSiDility oo s
Navigation 1lights syStemsS.....coviiiiiiiiiiiiicieeeeans
Net tonnage: Marked on main beam
Non-self propelled unit, defined ........couiniiriiiiiii s
NOBICE OFf CaASU AL Y ottt ettt ettt et eneneereneens
Notice to mariners
NOZZ1E: FITCIOSE cuviiiiiiii ettt e e e e e ea s 95.10-10(1)
Nuclear vessels: special construction, arrangement, and other provisions:
Construction and design. (See Design and construction)
Inspection and certification. (See Certification and inspection)

Ocean, defiNItion OF ..ot e e e e et e e e 90.10-25
Ocean or unlimited coastwise vessels on inland and Great Lakes

Officer in charge, marine inspection, defined
(0 i (e - 1 oY= SN
OSVs in foreign ports reinspection of
OMB CONEIrol NUMDETS ..ouininiiiiie e e e e e e e e e e e e aeaeaananas
Openings. (See Doors):
KeDt ClOSEA A SBa ceviniiiiii i s
Operating vehicles in enclosed 10CaAtiONS ......ovviiiiiiii e
Operations:
ACTIiONS £0 DE LOGZOA .. iniiiiiiiiiiiie et aaan
(072 o ] o ) 4= Wy - PP
Bulk ores and Similar CaAlZ0ES ..ouvuiuiiiiiriiiiiieieieee e en e aaans

Carrying of excess steam
Compliance with provisions of certificate of Inspection
EmMergencCy SIQIIaALS ...ttt ettt a e
Emergency training, musters, and drills
Exhibition of liCense . ....cocoviviiiiiiiiiiiieeeeeeeeeeaeans
Fire eQUIDIMENT ..o e
(€3S = PP P PPN
Improper use of searchlight
Lifesaving equipment .......................
| IToT=y oYo Yo} Q=N o ki i L=t I PPN
0T 0] : (011 L R PP TP P PPN
Manning of survival Crafl ......c.coooiiiiiii s
Markings for lifesaving Appliances, instructions to passengers, and
SEOWAZE LOCATIONS 1.vinitiii ittt ettt ettt e e e aeaaans
Markings 0N €QUIDINIEIIT c.ouuininiiiii e aae s
Markings on vessel .............
Muster list (Station bill)
Emergency instructions
Notice of casualty and VOYaAZEe FECOTAS ...ouviuirrininiiineneieneineeneteneieenenreneneanenns
Notice to mariners and aids to navigation .......................
Persons allowed in pilothouse and on navigation bridge.. .
Reports of accidents, repairs, and unsafe equipment............cooeviiiiiiiiiiinn,
Routing INSErUCTIONS .ouiviiniiiiii e
Station bill ....ooooviiiiiiiiiiiie
Tests, drills, and inspections .
Unnecessary WHIStlimg ..o e e
Overboard discharge:
DT 7= T 1 PPN 96.03
In Way Of LIfeD0OATS tuouiiniiii e 91.55-5(g)
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Oxygen breathing apParatiS...ccoiii i e e 96.30-15
P
Paint locker. (Also see Service space): Construction ..........ccooevevviiiiiiiinninnn... 92.05-10
Passenger:
DTS5 0 3 e ) N o ) PP 90.10-29
Passenger for hire, definition ........coooiiiiiiiiiii 90.10-29(b)
Passenger Accommodations:
Sanitary InSPeCtion Of ... s 97.15-10
A3 R0 1 v Lo ) o NS 92.15-15
Permit to proceed to another port for repair 91.05, 107.219
Person in charge, defined.......cooiuiiiiiiiiiiiii et e e 107.111
Pilot boarding equipment
Defined...
JLY/ (0] B 1 6 PPN
Pilothouse (Also see Safety area):
Persons AllOWEA 111 couuniniiiieie e e e e e e e e e e e e e 97.10
Piping:
Fire extinguishing systems:
[OF: 5 i e 7o) a B0 B ¥ 0 ):a 1 1T 95.15
Fire main
D0 T2 1'a s B PP PPN
SYSTEIMS, EIIETAL. . euitiiiiiiiii ettt e e e e e e et e e e et aeaeaenaans 96.03
Plan:
ADDTOVAL ettt ans 91.20-10, 107.301 et seq.
DTS o) - v o) PP 97.36
FOr New CONSTIUCTION c.iviitiiiii et
Procedure for approval ..................
Procedure for submittal
Required for alterations .....ooviiiiiiiii s 91.45-1(b)
ReqUITed, GENETAL....ouiniiiiiiiii ettt et a e ans

Point of access, defined
Portable extinguisher

Portable magazine chest: Marking of .......ccoooiiiiiiiiiiiiiiiiiieeee, 97.37-47, 108.651
POrtable TanKS ..ouii e 98.30, 98.33
Posting:
Certificates:
) D51 001 01 Lo ) s B PPN
OFf INSPECTION Luetiiinitiiie ettt et et e et et et e e e et e eae e eneanan
Radio....ccocvveviiiiiiiiiin,
Safety equipment
INCY 00 oT0) 2 i v/ PPN
Instructions for:
(07 i o 7o) s B¢ B L0 3: 1o 1 T PRSPPI 95.15-10(h)
Foam . .ooovviiiii 95.17-10(c)
Licenses, exhibition Of ... 97.53
Permit to proceed to another port for repair .........cccevviiiiiiiiiiiiiiieenns 91.05-15
Station DIll: ON MODUS .iuiiiniiiiiieie et e e e e e et ee e aaeneaaenaaereneraenanaans 109.563
Power-operated industrial trucks:
Propulsion boilers 0N MODTUS ..o.iuiiiiiii e eiee et e et ae e iearenanas 109.555
Propulsion machinery: Fire extinguishing systems required for spaces
(610} 0 v7= 5 5 0 = PP 95.05-10(e)
Protection from refrigerants ......ocoviiiiiiiiiiii s 96.30
Public space (Also see Accommodation space):
Means Of €SCAPE FrOIML...cuiuninieiiiiie et et e e e ene e eneanes 92.10-35
Pump:
) B S PP PP PP PRPTTPINt 95.10-5
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Foam extinguishing sysStem ......ccooviiiiiiiiiiiiiiiiiiceieceeee 95.17-5(e), 95.17-10(b)

RAAAT OT1 MODTUS. ..ttt ettt et et e et e e et et et e et et ete e en et eneneaneneanans

Radio:
AR v E= 0 B 6 0TS o1 Te) v o ) o NP PP
Inspection for certification
Safety radio CertifiCate ...ooviiiiii s

Radio room. (See Safety area)

Radioactive material, prohibition of usage on MODUS ......ccceovvvviviiiinininenennn. 109.559

Rail:

Type and SIZe FEQUITEA ..vuvunininiininiieii ettt e te e e e e e ea e e eneaenees 92.25
Recognized classification society, definition of .........coiiiiiiiiiiiii, 90.10-35
Records:

ReteNtION OF coniniiiiii it 97.07, 109.415

Aol 22X RPN 97.07, 109.415
Recreation space (See also Accommodation space):

ReQUITEA fOT CTOW .euiniiiiiii ettt e e e e e e e et e eneanens 92.20-40(c)
Refrigerated space alarm SYSTeM......ooiuiiiiiiiii e 96.05
Refrigeration Zas MASK ... 96.30-15
Regulations:

AUTNO It AT DU D OO ot ittt ettt iee et et et et e e eaeasareseneaeasensenenaaraneans

Reinspection requUIred .....coe i e e

Vessels subject to ..ooovvviviiniiiiiiiininnnn.
Reinspection .....ccoovviviiiiiiiiiiiiiiiieeen,

Inspectors not limited ......................

MODUS . .enitiiieeeeeeeeeeeeeeeeee e aans

OSVs in foreign ports, alternative....

SCODE ettt

WHRETL TNAME c. ettt ettt et e e e e e e et e e et et e et e et et e eae e en e aneaaanes
Repair:

AT ACCIARIIT . eniti i e an s

NOTICE Of it

Permit to proceed to another port for................oeeneee

Report of accident Or.....ccoovvieiiiiiiii s

Reporting of casualty ..ocooeveiiiiiiiiiiiiciicciceeeeeas

Respiratory proteCtion ... s 96.30-5(b)

Right Of apDeaAl...eieeinii i ...90.01-7, 107.01-3
Ring life buoy: MarKing .. .cco oot e e e e e e e e eneaans 108.649
River, Aefinition Of ... e
Riveting on MODUS ...cocvvvvivininiineniannes
Routing instructions
Rudder: Orders (STEEring OTAeIS) . .uueu i iieiieiieieteteineteieeeteeeeneaneeaeenenerneaanans 108.643
Rudder angle indiCator SYSTeIM ... 96.05

Safety area: Fire protection equipment for.........cooviiiiiiiiiiiniiiiiiiinereeene 95.05
Safety equipment certificate:
Foreign vessels
Required ....cooviiiiiiiii s
Safety radio certificate
Safety valve:

Prohibition against tampering With .......ccoooiiiiiiiiiiii s 97.45-1
Sanitation:

Crew aCcCOmMMOAATIONS c.iuiuii et aas 92.20-15

TNSPECTION OF o.eeeeiiii ettt e et e e e e e 91.25-40
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Master and chief engineer responsible for.........cccooeviiiiiiiiiiiiiinnnn 97.15-10, 109.203
MONthLY INSPECTION .ttt e e e aae e 91.35
Seagoing barge: Definition 90.10-36
Search and Rescue transponders (SARTS) civiiiiiiiiiii e 108.650
Searchlight:
Class A motor lifeboat equipment:
Improper use ProNibited ..o e, 97.25-1
Self-contained breathing apparatus............. 96.30-5, 96.30-15, 96.30-90, 96.35-5, 108.635,
108.703
Marking of stowage space for 97.37-20
Self-elevating unit, defined ................. 107.111
Self-propelled unit, Aefined.......ocviviiiiiiiii e 107.111
Semiportable fire extinguishing system:
ClasSIfiCaATION vt e 95.50-5

Hose and nozzle for
Inspection for certification
LoCation .ovvvviieii e
MODUs.............. 107.235, 108.491 et seq.

A Te) R = To L b b Yo DTS 95.05-15
Service space:

Fire protection equipment fOr ..o
Ship’s HHIGhtING STSTOIN 1uueniniiiiii e e e e anes
Ship’s service generating systems ......cc.coevviviviniinnn.

Ship’s service power distribution systems
Shore connection: Fire main .......cocovviiiiiiiiiiiiiiii e

Signaling lamp, daylight .....cccooiiiiiiiiiiiiens
Smoke detection system, MODUS.......cccviiiiiiiniiiinnennnnnns
Sound powered telephone and voice tube systems..........
Sounding equipment ......c.oiiiiiiiii s 96.27, 108.701
Sounding tube: Opening in crew accommodations ..........ccoeeviiiiiiniiinninnns,. 92.20-10(b)
Spanner: Required at fire hydrant ........ccoooiiiiiiiiiiiii s 95.10-10(g)
Special Construction, Arrangement, and Provisions for Certain Dan-
gerous Cargoes I BUlK ..o
Applicability .cocoovviiiiiiiiiiiiiii,
General ...ocvviuiiiiiiiieiee s
Special operating requirements
Special operating requirements for commercial fishing vessels ..........cccevvenenn
[ = v i = PP PP
Loading or dispensing petroleum products
SN ORI it e
Warning SiZN At QAN WaAY ...ouiviiriit ittt eee et et eeeteereeereiaasananns
Warning signals and SIS ..ouii ittt ittt et ee e reerenearenanns
Specific requirements-cargo tanks for commercial fishing vessels .................
(072 = do I 172 5 4 1 - << SOOI PN
Grounding ...........
Piping systems
Plans and/or sketches ......oceevviviiininiiiiniinnns
PUIMIDS oot
Specifications for new construction
Spray nozzle
Stability:
General

Requirements, verification of vessel compliance with
Vessels subject to requirements
Stairway (Also see Safety area) .....................
Width of
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Stateroom. (See Crew accommodations; Passenger accommodations)
Steam smothering system:
(€ =y aTey = W e Lo P B S TS 95.13
) B ATS) o1cTel v o) o N TSP 91.25
Steering system:
BB =] 772 1 N
Instructions for changing gear
NOTiCe fOr TUAAET OTAETS tuuininiiniiiiiiiie et e et e et et et et e eaeeenesenennas
Rudder angle indicating SyStem ...ccouviiiiiiiiiiiii s
TS 3 0= PPt
Store space, fire detection requirements
[N X0 0 0 = 5 1 PP PP
Stowage:
B B C 0 10T PP PP
Markings for locations 108.646
Stranding: NOTICE Of .o e e ettt nans 97.07
Structural fire protection:
P2N o) ) B eT: N v Ko} s RPN
Construction
DefINItIONS touiniiiiiii e
Vessels contracted for prior to July 1, 1968
Structure, inspection Of.......ccccviviiiiiiiiiiiiiiii s
Surface type unit, defined ...................
Survival Craft Equipment, table

Tank:
Cargo, fire-extinguishing system required ..........cccooiviiiiiiiiiiiiiiiiiiinenn, 95.05-10(b)
PoOrtable ..o
Vent and sounding sysStems ....cooovviiiiiiiiiiiiiiiiieieeeenenns
Telephone, SOUNA-POWETEA .....cvviririniieiniirieeeneneenennanns
Temporary certificate of inspection ...91.01-15, 107.223
Ko} ) oL o OO 92.20-25
Tonnage opening, considered closed for:
Carbon dioxide extinguishing calculations ........cccooeviviiiiiiiiiiinieninnnn.. 95.15-5(¢c)(2)
Trucks, power-operated, industrial. (See Power-operated industrial)

Underwater survey:
DL L6 B PSPPSRSOt 91.40-1(d)

B AR 1= v T P 91.40-3
Plans, availability of ...91.40-5
Underwriter’s Liaboratory ...t eaaaas 107.115
A"
Valve (Also see Piping):
Fire-extinguishing systems:
CarbDON AIOKIAE tuvninininitiiie e e e e e et e e e e e eneans 95.15-10, 95.15-15
FIre Main ..o 95.10-10, 95.10-15, 109.333
O e 95.17-10, 95.17-15
JLY/ (0 ) B 1 6 £ TS 107.231(0), 109.333
Ventilation:
F N =00 s B 2 R PP 97.37-50
Enclosed, for electrical propulsion machinery, fire extinguishing sys-
LoTe) 0 0B L =T0 L0 B =T PP 95.05-10(f)
FOT ClOSEA SPACES tuvniniitinii ittt ettt et e ae e et e et e e en e e aneneanenns 92.15-10
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Verification of vessel compliance with applicable stability require-
00 L= 71 S 97.15-7, 109.227

Vessel:

[0 2 o ) PP

D inition Of oo e e aas

FOreigm.. i

Includes motor boats

Inspection and certification

Inspection standards

Laid up, dismantled, and out of commission

Lifesaving appliances and arrangements ........cooviviiiiiiiiiiiiiiieieiiiieeeeeenans

MATrKINGS Ol .ttt et eee e eeeeeeenenes

Miscellaneous systems and equipment

Name on equipment ....cooooviiiiiiiii e

Subject to regulations....................... .

U.S. Maritime Administration ...90.05-1(a)(4)

Used for publiC PUIPOSES .cvivivriniiriiieriiiireienenenne. ...90.05-1(a)(4)
Vessels CONBraCted fOr. ..o e 90.05-5(a)
Vessels contracted for prior to November 19, 1952 ........ccoiiiiiiiiiiiiiiiiiiiiiienene. 92.15-90
Vest, work:

§2N 0] ] B Ee: 1 Lo 4 NP PP PPN

Approved work vests......

Shipboard inspections

Shipboard stOWage......ccevvvviiiiiiiiiiiiiiiienenanns

USE it
Visibility from navigation bridge
VOICE TUDE onitiiiii e

AV £z = Yo To ) ¢ PSP
W
W ASDASITL 1.ttt et ettt et e et a et a e aans 92.20-25
Washroom:
(07030151 1 i o 61 11 (o ) 4 PP P PPN 92.20-15
CreW NOSDITAL ... i e e e e e 92.20-35
General FeqUITEIMEIITS ..ouiui ittt e et e e e eeans 92.20-25

Water light: Inspection
Watertight, defined
Integrity of appliances on MODUS......c.cocevviiiiiiiiiiiiiiieieenenns 108.114, 108.665, 109.209
Watertight door:
BB ATS) o1cTel v (o) o N o i PP
Kept closed at sea
AU A s o) e LoTe) - G T e =T PPN
Weathertight, defined . ....co.viiniiiiiiii e
Integrity of appliances on MODUs....
Welding on MODUS .....ccovvivivineniinenenens
Wheelhouse (PilOt NOUSE) ..ttt ee e e e e e aeaaans
Whistle:
AT o T PP
Unnecessary whistling prohibited ....
AL AR o) o) o N\ (0 B U T S
Woodwork, installation Of.......cco i e
Work vests:
ADDIICATION Luetiiititei ettt ettt e e anan
P24 ) ) o ATA=To B do ) i vt v SN
MODUS ittt e e e e
Shipboard inspections
ShIPDOATA STOWAZE . eeneneeiiitiii ettt e e e e e e e e eneanens
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L1 97.34-10

199



